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I-pole fuse base

Technical data:

Rated voltage U 500V,690V
Rated current In DII25A, DIl 63 A i
Insulating class according to [EC 60664-1
Cross-section of connecting lead DII1to 10 mm? DI 2,5 to 25 mm? =
Standards, publications 1EC 60269, EN 60269, DIN VDE 0636
*EZV - for mounting with Screws *
*EZN - for mounting on rail
* IP - base with protection cover Fuse base DI
Fuse base EZ % outlet
type I, dimension ) nig)
Al Al s | | o | E] F] @ 11
34 2 41 47 36 20 35 13 46 =
|74 63 45 56 45 20 36 14 58 ) ::—: ) ]
=
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Fuse base TZ B A
type I, dimension -
(Al Al s | ] o | E | F| @ =
TZ 25 26 50 53 13,5 14 M 46 i~
1z 63 31 58 64 16 18 M 58 = -
Fuse base UZ, UZN , E
dimension
)]
=
UIN 25 56 80 4 33 82 20 45 45 Irf_* o
Uz 63 56 90 52 41 82 28 45 45 ::_"_ _
UIN 63 56 90 52 4 82 28 45 45
A

Fuse base EZR \
type [k] . | Bdimelnsionc | . ’5"@‘ \ :fj‘ -
BR 2% @ 46 45 3% it KQ-Q gg‘é\ s .';f | - :j:l
EZR 63 47 58 48,5 38 1
outlet
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Fuse base EZN, EZV
type | dimension
[A] A | o8 | ¢ | o 3
EZN 25° 25 4 39 44 47 60 62
EZN 63° 63 43 47 44 47 56 79
EZN 63-M6° 63 ] 47 44 47 56 79
EZV 25 25 41 39 44 47 60 62
EZV 63 63 43 47 44 47 56 79
EZV 63-M6 63 83 47 44 47 56 79
EZN 25-7P* 25 4 39 44 47 60 62
EZN 63-ZP* 63 43 47 44 47 56 79
outlet EZV 25-2P* 25 4 39 44 47 60 62
EZV 63-ZP* 63 8 47 44 47 56 79
80 Fuse base D Comfort
s Rated voltage U, 500V
Rated current | 25A
For fuse-links type DIl acc. to [EC/EN 60269-3
® O Gauge pieces VDII acc. to [EC/EN 60269-3
E E Cross section of connecting leads ~ 1,5-25mm?
Screws with +head
o O O Mounting possibilities: - with screws
d* el 7 C - mounting on the rail EN 60715
oC Fuse base for overhead lines
o type I, dimension
; m | e | 8 | ec | o | £ | F | g6 | w
| 8 74 2 61 14 04 118 90 50 7 2
_;i I 8 FZ 65 70 21 114 120 130 58 7 21
L o]
Hy o
3-pole fuse base
Fuse base EZN/3, EZV/3 - LINEAR
type dimension
| 3 Fo| oc | o
EZN 25/3 4 121 44 47 60 30 43 50
EZN25/3 4 121 44 47 60 30 43 50
EZN 63/3 43 148 44 47 56 32 43 62
EZN 63/3 43 148 44 47 56 32 43 62

supply

outlet ——
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Fuse base EZN/3, EZV/3 - DELTA A G
type dimension
Al s | ] o | e | F ] 6 | n
EIN253 106 106 48 / / 45 52 86
EZV25/3 106 106 48 32 52 45 52 86
EZN 63/3 127 130 54 / / 45 52 85
EZVe33 127 130 54 32 52 45 52 85

Armoured fuse base
type dimension

S I S - L
T25/3N 106 106 48 / / 45 52 86
T63/3N 127 130 54 / / 45 52 85
T25/3V 106 106 48 32 5.2 45 52 86
T63/3V 127 130 54 32 52 45 52 85

D fuse base - new generation

SET EZR 25 2p- 10p

Fuse base EZR 25

connection Cross-section of connecting lead

Supply Outlet Outlet [mm?] | Supply [mm?]
SET EZR 25 2p-GEG 25.2 35 1-10 92
SET EZR 25 3p-GEG 25.3 35 1-10 142
SET EZR 25 4p-GEG 25.4 35 1-10 192
SET EZR 25 5p-GEG 25.5 35 1-10 242
SET EZR 25 6p-GEG 25.6 ﬁ @ 35 1-10 292

M5 M9
SET EZR 25 7p-GEG 25.7 35 1-10 342
SET EZR 25 8p-GEG 25.8 35 1-10 392
SET EZR 25 9p-GEG 25.9 35 1-10 442
SET EZR 25 2p SET EZR 25 10p-GEG 25.10 35 1-10 491
SET EZR 63 2p - 6p
Fuse base EZR 63

Connection Cross-section of connecting lead

Supply and Outlet Outlet [mm?] | Supply [mm?]
SET EZR 63 2p-GEG 63.2 35 25-25 106
SET EZR 63 3p-GEG 63.3 35 25-25 166
SET EZR 63 4p-GEG 63.4 @ 35 25-25 226
SET EZR 63 5p-GEG 63.5 M5 35 25-25 286
SET EZR 63 6p-GEG 63.6 35 25-25 346

SET EZR 63 2p
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Fuse base EZV 63 GS

E33

37.5
47,5

17.2

Fuse base EZV
type Connection Cross-section of connecting lead

Supply and Outlet Outlet [mm?] | Supply [mm?]

1-10 1-10
EZV25GS
M5

Fuse base EZV 25 GS

2.5-25 2.5-25
EZV 63 GS
2xM5

T
0.7,

1.4 41.8

Protective cover GB 25.1 Protective cover GB 25.3

Protective cover GB 63-52 Protective cover GB 63-60

17
35
g
g
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Plastic mounting plate GSA 25

22

Plastic mounting plate GSA 63

26
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