
Circuit Breaker
выключатель

Operating Instruction Инструкция по эксплуатации
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 DANGER  CAUTION

Read and understand these instructions 
before installing, operating, or maintaining 
the equipment.

Hazardous voltage.
Will cause death or serious injury.
Turn off and lock out all power 
supplying this device before working on 
this device.

Reliable functioning of the equipment is 
only ensured with certified components.
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 ОПАСНО  ОСТОРОЖНО

Перед установкой, вводом в 
эксплуатацию или обслуживанием 
устройства необходимо прочесть и 
понять данное руководство.

Опасное напряжение.
Опасность для жизни или 
возможность тяжелых травм.
Перед началом работ отключить 
подачу питания к установке и к уст-
ройству.

Безопасность работы устройства 
гарантируется только при использовании 
сертифицированных компонентов.
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MSP1
Iu 25A
Ui AC 750V
50 / 60 Hz
VDE 0660
IEC 60947-2
IEC 60947-4-1MSP1_rev01
3VU9 138 - 0BA00
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MSP1

1,5 ... 25 mm2 max.16 + max. 16 /
max. 10 + max. 25 mm2

1 ... 16 mm2 max.10 + max. 10 /
max. 6 + max. 16 mm2

3 .xam+6.xam61...1GWA

2,5 ... 3 Nm
22 to 26,5 lb�in

14

Ø  5...6 mm  

2 X 0,5 ... 2,5 mm2

2 X 0,5 ... 1,5 mm2

AWG 2 x 20 to 16

1 ... 1,3 Nm
9 to 11 lb�in

9

Ø  5...6 mm  
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